2.7 m Surlyn Buoy with (2) IMET/ARGOS Telemetry.

Bridle with IMET Temp. Sensors at 1.0 m Depth, and Backup ARGOS Transmitter

- 7.75 m 3/4" Mooring Chain
- 2.82 m 3/4" Mooring Chain
- 8.66 m 3/4" Mooring Chain
- 3.28 m 3/4" Mooring Chain
- 2.82 m 3/4" Mooring Chain
- 3.66 m 3/4" Mooring Chain
- 3.66 m 3/4" Mooring Chain
- 2.13 m 3/4" Mooring Chain
- RDI 600 kHz ADCP in cage with extra battery
- MicroCat w/ Load Bar
- 3.66 m 3/4" Mooring Chain
- 8.70 m 7/16" Wire
- 8.70 m 7/16" Wire
- 8.70 m 7/16" Wire
- 8.70 m 7/16" Wire
- 8.70 m 7/16" Wire
- 13.6 m 7/16" Wire
- MicroCat w/ Load Bar
- 3.66 m 3/4" Mooring Chain
- RDI ADCP in cage
- 8.70 m 7/16" Wire
- MicroCat w/ Load Bar
- 18.75 m 7/16" Wire
- MicroCat w/ pressure
- 250 m 3/8" Wire
- 500 m 3/8" Wire
- 500 m 3/8" Wire
- Special Wire/Nylon Termination
- one piece, wrapped termination
- 2000 m 7/8" Nylon
- 100 m 1" Nylon
- 1500 m 1/2" Polypropylene
- one piece, to be spliced at sea

80/17" Glass Balls on 1/2" Trawler Chain
- 5 m 1/2" Trawler Chain
- Dueded Acoustic Release EGG Model 8242
- 1 M chain with release links
- 5 m 1/2" Trawler Chain
- 20 m 1" Samson Nytalon
- 5 m 1/2" Trawler Chain

WHOTS MOORING
4th Deployment
Version 2 -05/10/07